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Designed and manufactured to:

AS 1798 Lighting poles and arms - Preferred dimensions

PARTS LIST
AS/NZS 1170.2 Structural design actions - Part 2: Wind actions
ITEM NO. PART NUMBER DESCRIPTION DRAWING NO. REV. QrTY. AS 4100 Steel structures
AS 4680 Hot-dip galvanized (zinc) coatings
1 HC-1000S 1000mm CHANNEL HEADFRAME ADL-21389 1 See DS-3040 for other design standards
REV.| DESCRIPTION DATE BY | APP. HC-1000S HEADFRAME u b
1 | INITIAL ISSUE 2022-11-28 | KG | KG Jgftlngaﬁll!:uup
2 | HEADFRAME UPDATED 2023-07-24 | KG | ME Pame e e e

Urban Lighting Group Pty Ltd

Colour:

ABN 74 638 077 684
28 National Drive, Hallam Victoria 3803

Maximum load per mount: 3 x 0.35m? 35kg luminaires

T 1300088719
email: sales@urbanlightinggroup.com.au

Wind loads: Region A, TC 2

Headframe / bracket ESA: 0.040m? brawingNo. (5 A_10597

This drawing is the property of Urban Lighting Group Pty Ltd.

No copies may be made without written permission

Weight: 9kg
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